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WORKTOP MATERIAL GUIDELINES 

 

  



LAMINATE WORKTOPS 1  

L A M I N A T E  W O R K T O P S  
Thickness:   13, 28, 38 mm  tolerance ± 1 mm 

Maximum dimensions:  4000 x 1250 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm   

Edgeband:   ABS, postformed laminate (PF) 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

100 mm  60 mm 
70 mm – sinks Blanco 

50 mm  50 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels:   13 mm thickness, available in all decors 

  

Thickness Free overhang With support Between cabinets 

13 mm 100 mm 600 mm 600 mm 

28 mm 300 mm 600 mm 600 mm 

38 mm 300 mm 600 mm 600 mm 
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1. GENERAL INFORMATION 
Laminate is made from many layers of paper compressed and bonded with resin. Resulting 
sheet is then glued onto chipboard, again at high pressure.  

• Small stains can occur on laminates. These are especially visible on single colour 
decors. 

• Worktops must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Any scratches will be more visible on super matt, high gloss and single colour decors 
with a smooth surface. Super matt and high gloss worktops are delivered with a 
protective foil to prevent transport damage. 

• There can be slight differences in colour between worktops in same decor – especially 
when ordering additional worktops separately. These slight differences can be 
especially visible at joints. 

2. SINKS 
We offer under-mounting for sinks in our range. 
This means sink is mounted directly under laminate, on a firm protective layer of resin. Glue 
joining the sink to the worktop is extremely strong, and the sink can hold more than 150 kg. 
While the glue alone is very firm, do not remove any of the fittings that hold the sink from 
below. 

We do not recommend drilling holes for taps directly into the worktop. Such hole exposes the 
chipboard at a spot exposed to moisture and condensation. If this hole is made, you must seal 
the chipboard with silicone, and ideally also apply aluminium tape. 
If you know you will need such a hole, you can order it from us. We can properly and firmly 
insulate such hole with resin, preventing swelling. 

 

 

 

under mounting 

 

   

 

 

 
top mounting  flush mounting – not possible 
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3. CLEANING 
Daily cleaning of worktops should be carried out with clean water and a damp cloth. Using 
detergent may over time lead to accumulation of grease and flaming on the surface of the 
worktop. 

4. LIST OF DECORS 
13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

PF   
 4974-CR White   F A-0032 Bianco Kos 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

   
 FA-717 Castoro Ottawa   0190-AU Black Super Matt 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

   
 F A-718 Grigio Londra   F A-720 Nero Ingo 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

PF  PF 
 K028-SU Industrial Concrete   K551-SU Calacatta Olympus 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

   
 P C186-ESA Chene des Combrailles   P C098-ESA Chene de fil Naturel 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

PF   
 A483-SK Granite White   P B200-EXM Boston 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

  PF 
 P C105-EXM Chene Quebec   K552-SU White Iceberg Marble 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

  PF 
 F A-751 Rosso Jaipur   K023-SU Venato 
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13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

   
 P M142-EXM Marbre Alchimique   P M113-ROC Magma 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  38 mm 

PF   
 2105-FP Oak Effect   P C149-EXM Chene Colorado 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

   
 A-190-CR Black   9417-HW White Gloss 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 
 K353-RT Charcoal Flow   K016-SU Carbon Wood 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

  PF 
 P B099-FA Brushed Metal   K538-PN Dovetail Arosa 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

  PF 
 4771-AU White Super Matt   K200-RS Light Grey Concrete 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 
 K205-RS Black Concrete   K536-PW Amber Baroque Oak 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

  PF 
 P C166-FA Calacatta   4634-CR White Marble 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 

 K210-CR Black Flint   K095-SU Light Terrazzo Marble 
13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF   
 K553-SU Galaxus   P B199-EXM Beton Calade 
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13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF   
 K540-PN Grey Albus   P E107-ROC Element 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 
 K351-RT Rusty Flow   6127-CR Black Marble 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF   
 4929-LU Light Grey Mineral   P C126-ESA Chene Antique 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF   
 A204-CR Black Stone   2604-LU White Light Grey Stone 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

  PF 
 P M112-FUS Manganese   0300-CR Mineral Effect Black 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

  PF 
 P T108-EXM Travertin Naturel   5331-LU Light Concrete 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 
 4632-LU Concrete   5442-WO - Bright Ash 

13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 

 K369-PH Cloud Nebula   A210-CR Black Brazil 
13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 

 4932-LU Dark grey marble   K539-PN Fossil Arosa 
13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 

 2106-LU Beige Stone   K350-RT Concrete Flow 
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13 mm 

 

 13 mm 

 

28 mm  28 mm 

38 mm  40 mm 

PF  PF 
 K367-PH Cream Navona   K209-RS Crema Limestone 

 

Images only show general surface appearance and are non-binding. 

5. ADDITIONAL SERVICES 
Material price includes: 

- ABS edgeband or PF postforming on front edge 
- grey UNI edgeband on all other sides 
- for 13 mm thickness ABS edgeband on all 4 sides 

Operation/edge Name Code / Other 

ABS edge – 28 mm thick. edge ABS 28 PP 

ABS edge – 38 mm thick. edge ABS 38 PP 

Worktop joint joint_for_worktop 

Single cut single_cut 

Double cut double_cut 

Triple cut triple_cut 

Rounded corner rounded_corner 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

  
Single cut Double cut 

 

 

Triple cut  

Thickness Weight per m2 

13 mm approximately 9 kg 

28 mm approximately 20 kg 

38 mm approximately 26 kg 
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Rounded corner Rounded bar design 

 

6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 1200 mm (13 mm worktops need continual frame). 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Joints must be supported along their entire length except the overhang. 
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Q U A R T Z  W O R K T O P S  
Thickness:   12, 20, 30, 40 mm tolerance ± 1 mm 
       40 mm is quartz on foam frame 

Maximum dimensions:  2900 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm   

Edgeband:   45° 1 mm bevel 12 mm thickness 
    45° 2 mm bevel 20 mm thickness 
    45° 3 mm bevel 30, 40 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

150 mm  60 mm 
70 mm – sinks Blanco 

50 mm  50 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels:   12 or 20 mm thickness 

Thickness Free overhang With support Between cabinets 

12 mm 100 mm 500 mm 500 mm 

20 mm 250 mm 500 mm 500 mm 

30 mm 300 mm 500 mm 500 mm 

40 mm 300 mm 800 mm 900 mm 
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1. GENERAL INFORMATION 
Quartz composite is made of quartz, pigment and binding resins. These are mixed and moulded 
in large slabs. 

The surface is non-porous, tolerates most cleaning agents. But it is sensitive to UV light. 

• Worktops must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Be aware that there can be slight differences in colour between worktops in same decor 
– especially when ordering additional worktops separately. These slight differences can 
be especially visible at joints. 

• On single colour decors, slight markings up to 4 mm may occur. 
On non-uniform decors, larger spots of single colour may occur. 

2. SINKS 
We offer under-mounting for sinks in our range. 
This means sink is mounted directly under the worktop, glued with silicone and supported with 
fittings from below. Fittings can only be removed on one side, if it is necessary to mount the 
worktop. 

 

 

 

under mounting 

 

   

 

 

 
top mounting  flush mounting 

3. CLEANING 
Daily cleaning of worktops should be carried out with a cloth and hot soapy water. 

Remove strongly coloured liquids from the surface immediately to prevent them staining the 
worktop. 
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4. LIST OF DECORS 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QS-101 Gobi Black   QS-103 Crystal Absolute White 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QS-304 Marquina   QS-203 Calypso 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QS-306 Coral Clay   QS-301 Calcatta Gold 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QS- Et Glow   QS Et Noctis 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QC Poblenou   QT Wedding Lily 

12 mm 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QT Noble Concrete Grey   QC Et Marfil 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QT Noble Quartzite   QT Calactta Olympos 
 

 

  

 

20 mm  20 mm 

   

40 mm  40 mm 
 QT Noble Portland Grey   QT Glencoe 

 

Images only show general surface appearance and are non-binding. 

Thickness Weight per m2 

12 mm approximately 15 kg 

20 mm approximately 50 kg 

30 mm approximately 75 kg 

40 mm approximately 100 kg 
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5. ADDITIONAL SERVICES 
Material price includes: 

- polishing of the top side 

Operation/edge Name Code / Other 

edge – 12 mm thickness Bevel 1x45° B1 

edge – 20 mm thickness Bevel 2x45° B2 

edge – 30 mm thickness Bevel 3x45° B3 

edge – 40 mm thickness Bevel 3x45° B4 

Worktop joint joint_for_worktop 

Single cut single_cut 12, 20, 40 mm 

Double cut double_cut 12, 20, 40 mm 

Triple cut triple_cut 12, 20, 40 mm 

Rounded corner rounded_corner 12, 20, 40 mm 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap  

Drain grooves groove_milling 

Polishing underside under 

  
Single cut Double cut 

 

 

Triple cut  

  
Rounded corner Rounded bar design 
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6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Worktops must be secured to the cabinets as close to the joint as possible, along full length of 
the joint except for overhang.  
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C E R A M I C  W O R K T O P S  
Thickness:   12, 20   tolerance ± 1 mm 

Maximum dimensions:  2900 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   45° 1 mm bevel 12 mm thickness 
    45° 2 mm bevel 20 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

150 mm  60 mm 
70 mm – sinks Blanco 

50 mm  100 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels:   12 mm thickness, available in all decors 

  

Thickness Free overhang With support Between cabinets 

12 mm 100 mm 500 mm 500 mm 

20 mm 250 mm 500 mm 500 mm 
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1. GENERAL INFORMATION 
Ceramic is made of components like sand and clay, processed under extremely high 
temperature. This results in a very hard, robust worktop that is almost maintenance-free. 

The surface is non-porous, tolerates all cleaning agents. It is also resistant to acids, bases and 
UV light. 

• Worktops must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Be aware that there can be slight differences in colour between worktops in same décor 
– especially when ordering additional worktops separately. These slight differences can 
be especially visible at joints. 

2. SINKS 
We offer under-mounting for sinks in our range. 
This means sink is mounted directly under the worktop, glued with silicone and supported with 
fittings from below. Fittings can only be removed on one side, if it is necessary to mount the 
worktop. 

 

 

 

under mounting 

 

   

 

 

 
top mounting  flush mounting 

3. CLEANING 
Daily cleaning of worktops should be carried out with a cloth and hot soapy water. 

Remove strongly coloured liquids from the surface immediately to prevent them staining the 
worktop. 
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4. LIST OF DECORS 
 

 

  

 

12 mm  12 mm 

20 mm  20 mm 
   
 CC Sirius   DK-009 Dekton Kelya 
 

 

  

 

12 mm  12 mm 

20 mm  20 mm 
   
 DK-003 Dekton Trilium   CC Kreta 
 

 

  

 

12 mm  12 mm 

20 mm  20 mm 
   
 CC Avorio   CC Daze 
 

 

  

 

12 mm  12 mm 

20 mm  20 mm 
   
 CC Awake   CC Zenith 

Images only show general surface appearance and are non-binding. 

5. ADDITIONAL SERVICES 
Operation/edge Name Code / Other 

edge – 12 mm thickness Bevel 1x45° B1 

edge – 20 mm thickness Bevel 2x45° B2 

Worktop joint joint_for_worktop 

Single cut single_cut 12 mm, 20 mm 

Double cut double_cut 12 mm, 20 mm 

Triple cut triple_cut 12 mm, 20 mm 

Rounded corner rounded_corner 12 mm, 20 mm 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

Drain grooves groove_milling 

  
Single cut Double cut 

Thickness Weight per m2 

12 mm approximately 30 kg 

20 mm approximately 50 kg 
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Triple cut  

  
Rounded corner Rounded bar design 

 

6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Worktops must be secured to the cabinets as close to the joint as possible, along full length of 
the joint except for overhang. 
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A C R Y L I C  W O R K T O P S  
Thickness:   6, 20, 40 mm  tolerance ± 1 mm 
       20 & 40 mm is acrylate on glued chipboard 

Maximum dimensions:  3600 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   1 mm radius  6, 40 mm thickness 
    2, 3, 5 mm radius only 40 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

50 mm  60 mm 
70 mm – sinks Blanco 

50 mm  50 mm  150 mm  

Circular cut-out 
D<50mm 

50 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

50 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels: 6 or 12 mm thickness, available in all decors 

  

Thickness Free overhang With support Between cabinets 

6 mm 
with frame 

300 mm 600 mm 600 mm 

20 mm 300 mm 600 mm 600 mm 

40 mm 300 mm 600 mm 600 mm 
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1. GENERAL INFORMATION 
Acrylic worktops are made from a homogeneous composite, composed and processed to result 
in a very hard, yet smooth and warm surface with great hygienic properties. 

• Worktops must be inspected as they are being unpacked. Any damage must be documented 
immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Joints can be welded to be invisible – but welded joints cannot be separated. 
• Be aware that there can be slight differences in colour between worktops in same decor – 

especially when ordering additional worktops separately. These slight differences can be 
especially visible at joints. 

2. SINKS 
We offer acrylic sinks made in the material of the worktop, and with seamless connection to it. 

To extend lifetime of acrylic sink, a stainless-steel sink is glued under the acrylic sides of the 
sink. 
As such the sink is well protected from cracking, however, due to high sensitivity of acrylic to 
sudden changes in temperatures, it is recommended to run cold water when pouring boiling 
water into the sink, to prevent the acrylic layer from cracking. 

 

 

 

under mounting 

 

   

 

 

 
top mounting  flush mounting 
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acrylate sink 

3. CLEANING 
Daily cleaning of worktops should be carried out with a cloth and soapy water. If stain has dried 
it may need fine liquid abrasive cleaner. A cleaner with 5% bleach content is very good to keep 
white surfaces looking pristine. 

Remove strongly coloured liquids from the surface immediately to prevent them staining the 
worktop. 

4. LIST OF DECORS 
 

 

  

 

6 mm  6 mm 

20 mm  20 mm 

40 mm  40 mm 
 8016 Avonite White   7502 Avonite Avalanche 
 

 

  

 

6 mm  6 mm 

20 mm  20 mm 

40 mm  40 mm 
 9117 Avonite Kokoura   8909 Avonite Unwind 
 

 

  

 

6 mm  6 mm 

20 mm  20 mm 

40 mm  40 mm 
 9119 Avonite Nordic   7842 Avonite New Concrete 
 

 

  

 

6 mm  6 mm 

20 mm  20 mm 

40 mm  40 mm 
 9020 Avonite Black Lava   8200 Avonite Kaleidoscope 

 

Images only show general surface appearance and are non-binding. 

Thickness Weight per m2 

6 mm approximately 11 kg 

20 mm approximately 20 kg 

40 mm approximately 25 kg 
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5. ADDITIONAL SERVICES 
Material price includes: 

- polishing of the top side 
- for 6 mm thickness 1 mm radius edge 

Operation/edge Name Code / Other 

edge – 40 mm thickness 
 

Radius 1 mm R1 

Radius 3 mm R3 

Radius 5 mm R5 

Worktop joint joint_for_worktop 

Single cut single_cut 12, 20, 40 mm 

Double cut double_cut 12, 20, 40 mm 

Triple cut triple_cut 12, 20, 40 mm 

Rounded corner rounded_corner 12, 20, 40 mm 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

Drain grooves groove_milling 

Polishing underside under 

Glue gun (50ml) AVO-ACC-001 

Acrylic glue AVO-ACC-002 

Polish for acrylic AVO-ACC-003 

  
Single cut Double cut 

 

 

Triple cut  

  
Rounded corner Rounded bar design 
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6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Joints must be supported along their entire length except the overhang. 
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S O L I D  W O O D  W O R K T O P S  
Thickness:   30, 40 mm  tolerance ± 1 mm 
Maximum dimensions:  4000 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   1, 3, 5 mm radius 20, 30, 40 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

150 mm  60 mm 
70 mm – sinks Blanco 

50 mm  50 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

150 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels:   20 mm thickness, available in all decors 

  

Thickness 
Free overhang With support Between cabinets 

20 mm 300 mm 600 mm 600 mm 

40 mm 300 mm 600 mm 600 mm 
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1. GENERAL INFORMATION 
Solid wood worktops are available in many species with differing characteristics like hardness, 
colour, grain and structure. 
Wood is a living material, and naturally absorbs or loses moisture based on the humidity and 
temperature it is exposed to. This makes surface treatment which seals the wood, and thus 
limits the extent of such swelling or drying, crucial. 

• Worktops must be inspected as they are being unpacked. Any damage must be documented 
immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Wood is a living material. As it absorbs or loses moisture, it expands and contracts – and 
can move. It also reacts to drying out from heat. 
Small cracks may still develop due to this. These should have finishing surface treatment 
(linseed oil, oil wax or hardwax oil) applied immediately. 
Such cracks are not justification for complaint. 

• There can be slight differences in colour between worktops in same decor – especially when 
ordering additional worktops separately. These slight differences can be especially visible at 
joints. 

• As wood is natural material, wood grains and structures should be expected. Large knots 
are repaired during manufacturing, but some smaller one may be present in the finished 
worktop. 

2. SINKS 
Sinks can be installed under the worktop, secured with fittings and silicone seal. Do not remove 
the fittings. 
The upper wooden edge has a bezel as a sharp edge would be impractical and would soon be 
ruined. 

We do not recommend drilling holes for taps directly into the worktop. Such hole exposes the 
wood at a spot exposed to moisture and condensation. If this hole is made, you must seal the 
chipboard with silicone, and ideally also apply aluminium tape. 

 

 

 

under mounting 
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top mounting  flush mounting – not possible 

3. CLEANING 
Daily cleaning of worktops should be carried out with a damp cloth. Do not use detergent as it 
may dry the wood, leading to cracks. 

Remove liquids from the surface immediately to prevent them soaking into the wood. 

4. LIST OF DECORS 
 

 

  

 

20 mm  20 mm 

40 mm  40 mm 
   
 OAK Oak   OAK Oak with white waxoil 
 

 

  

 

20 mm  20 mm 

40 mm  40 mm 
   
 ASH Ash   BIR Birch 
 

 

  

 

20 mm  20 mm 

40 mm  40 mm 
   
 EUW EU Walnut   BEE Beech 
 

 

  

 

20 mm  20 mm 

40 mm  40 mm 
   
 BOA Black Oak   AMW US Walnut 

 

Images only show general surface appearance and are non-binding. 

  

Thickness Weight per m2 

20 mm approximately 16 kg 

40 mm approximately 26-32 kg 
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5. ADDITIONAL SERVICES 
Material price includes: 

- surface treatment 

Operation/edge Name Code / Other 
edge 
 

Radius 1 mm R1 
Radius 3 mm R3 
Radius 5 mm R5 

Worktop joint joint_for_worktop 
Single cut single_cut 
Double cut double_cut 
Triple cut triple_cut 
Rounded corner rounded_corner 
Rounded bar design rounded_bar_design 
Hob/sink cut-out cut_out_for_hob_sink 
Tap cut-out cut_out_for_tap 

  
Single cut Double cut 

 

 

Triple cut  

  
Rounded corner Rounded bar design 

 

6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Joints must be supported along their entire length except the overhang.  
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C O M P A C T  L A M I N A T E  
W O R K T O P S  

Thickness:   12 mm   tolerance ± 1 mm 

Maximum dimensions:  4000 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   polished edge 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

100 mm  60 mm 
70 mm – sinks Blanco 

50 mm  50 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 
Wall panels:   12 mm thickness, available in all decors 

  

Thickness 
Free overhang With support Between cabinets 

12 mm 50 mm 50 mm 50 mm 
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1. GENERAL INFORMATION 
Laminate is made from many layers of paper compressed and bonded with resin. 

• Small stains can occur on laminates. These are especially visible on single colour 
decors. 

• Worktops must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Any scratches will be more visible on super matt, high gloss and single colour decors 
with a smooth surface. Super matt and high gloss worktops are delivered with a 
protective foil to prevent transport damage. 

• There can be slight differences in colour between worktops in same decor – especially 
when ordering additional worktops separately. These slight differences can be 
especially visible at joints. 

2. SINKS 
We offer under-mounting for sinks in our range. 
This means sink is mounted directly under the worktop, glued with silicone and supported with 
fittings from below. Fittings can only be removed on one side, if it is necessary to mount the 
worktop. 

 

 

 

under mounting 

 

   

 

 

 
top mounting  flush mounting 

3. CLEANING 
Daily cleaning of worktops should be carried out with clean water and a damp cloth. Using 
detergent may over time lead to accumulation of grease and flaming on the surface of the 
worktop. 
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4. LIST OF DECORS 
 

 

  

 

12 mm  12 mm 

40 mm  40 mm 
   
 8685-SU Snow White   K551-SU Calacatta Olympus 
 

 

  

 

12 mm  12 mm 

40 mm  40 mm 
   
 K023-SU Venato   K552-SU White Iceberg Marble 
 

 

  

 

12 mm  12 mm 

40 mm  40 mm 
   
 K538-PH Dovetail Arosa   K028-SU Portland 
 

 

  

 

12 mm  12 mm 

40 mm  40 mm 
   
 K553-SU Galaxus   K367-PH Cream Navona 
 

 

  

 
12 mm   

40 mm   
   
 0901-90 Black    

 

Images only show general surface appearance and are non-binding. 

5. ADDITIONAL SERVICES 
Operation/edge Name Code / Other 

Edge – 12 mm thickness Polished edge P 

Edge – 40 mm thickness 
 

Overlap over chipboard base 
10, 20, 30 mm depth 

Polish, overlap 0 mm P0 

Polish, overlap 10 mm P10 

Polish, overlap 20 mm P20 

Polish, overlap 30 mm P30 

Worktop joint joint_for_worktop 

Single cut single_cut 

Double cut double_cut 

Triple cut triple_cut 

Rounded corner rounded_corner 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

Thickness Weight per m2 

12 mm approximately 17 kg 
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Single cut Double cut 

 

 

Triple cut  

  
Rounded corner Rounded bar design 

 

6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 12 mm worktop must have continual 
support. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Joints must be supported along their entire length except the overhang. 
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D E S K - L I G H T  
C E R A M I C  W O R K T O P S  

Thickness:   30   tolerance ± 1 mm 
      4 mm ceramic on 26 mm PU foam 

Maximum dimensions:  2900 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   45° 1 mm bevel 30 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

150 mm  60 mm 
70 mm – sinks Blanco 

50 mm  100 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 

  

Thickness Free overhang With support Between cabinets 

30 mm 250 mm 500 mm 500 mm 
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1. GENERAL INFORMATION 
Ceramic is made of components like sand and clay, processed under extremely high 
temperature. This results in a very hard, robust worktop that is almost maintenance-free. 

In DESK-LIGHT, ceramic is used for the surface of the worktop, with the core from sturdy PU 
foam. This combines the premium look and endurance of ceramic with lightness of PU foam, 
creating a more affordable combination. 

The surface is non-porous, tolerates all cleaning agents. It is also resistant to acids, bases and 
UV light. 

• Worktops must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Be aware that there can be slight differences in colour between worktops in same décor 
– especially when ordering additional worktops separately. These slight differences can 
be especially visible at joints. 

2. SINKS 
We offer under-mounting for sinks in our range. 
This means sink is mounted directly under the worktop, glued with silicone and supported with 
fittings from below. Fittings can only be removed on one side, if it is necessary to mount the 
worktop. 

 

  

under mounting  
   

 

 

 
top mounting  flush mounting 

3. CLEANING 
Daily cleaning of worktops should be carried out with a cloth and hot soapy water. 

Remove strongly coloured liquids from the surface immediately to prevent them staining the 
worktop. 
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4. LIST OF DECORS 
 

 

  

 

30 mm  30 mm 
   
   
 DL-022 Sirius   DL-009 Kelya 
 

 

  

 
30 mm   

   
   
 DL-018 Kreta    

Images only show general surface appearance and are non-binding. 

5. ADDITIONAL SERVICES 
Operation/edge Name Code / Other 

edge – 30 mm thickness ABS 30 DKL3 

Worktop joint joint_for_worktop 

Single cut single_cut 30 mm 

Double cut double_cut 30 mm 

Triple cut triple_cut 30 mm 

Rounded corner rounded_corner 30 mm 

Rounded bar design rounded_bar_design 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

Drain grooves groove_milling 

  
Single cut Double cut 

 

 

Triple cut  

Thickness Weight per m2 

30 mm approximately 23 kg 
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Rounded corner Rounded bar design 

 

6. PLANNING CONSIDERATIONS 
Make sure the worktop will be secured every 600 mm. 
In areas where cabinets cannot support the worktop, like in corners, supporting strips should be 
screwed into the wall to stabilise the worktop. 

Worktops must be secured to the cabinets as close to the joint as possible, along full length of 
the joint except for overhang. 
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G L A S S  B A C K S P L A S H  
Thickness:   6   tolerance ± 1 mm 

      4 mm ceramic on 26 mm PU foam 

Maximum dimensions:  2900 x 1225 mm tolerance ± 1 mm per started meter, up to 
       ± 3 mm 

Minimum dimensions:  50 x 50 mm 

Edgeband:   45° 1 mm bevel 6 mm thickness 

Production lead time:  5 workdays  

Cut-out minimum distance: 

From: 
 

side edge 
(1) 

front edge (2) 
sink edge 

back edge 
(3) 

other cut-out 
(4) 

joint 
(5)  

Square cut-out, 
Sink 

150 mm  60 mm 
70 mm – sinks Blanco 

50 mm  100 mm  150 mm  

Circular cut-out 
D<50mm 

60 mm 27 mm from sink 
40 mm – acrylate sink 

25 mm 50 mm  

Circular cut-out 
D>50mm 

100 mm 27 mm from sink 
40 mm – acrylate sink 

50 mm 50 mm  

Joint 150 mm     

 

Maximum overhangs: 

 

  

Thickness Free overhang With support Between cabinets 

6 mm 250 mm 500 mm 500 mm 



GLASS BACKSPLASH 35  

1. GENERAL INFORMATION 
Glass backsplashes are made from sand that is processed at extremely high temperatures. This 
makes them robust, durable, and easy to clean. 

The surface is non-porous, tolerates all cleaning agents. It is also resistant to acids, bases and 
UV light. 

• Backsplashes must be inspected as they are being unpacked. Any damage must be 
documented immediately after discovery. 
If damage is found or documented afterwards, it is not covered by product guarantee. 

• Modifications performed in place, or generally not performed by DESK-FORM, are not 
covered by product guarantee. 

• Be aware that there can be slight differences in colour between backsplashes in same 
décor – especially when ordering additional backsplashes separately. These slight 
differences can be especially visible at joints. 

2. CLEANING 
Daily cleaning of worktops should be carried out with a cloth and hot soapy water. 

Remove strongly coloured liquids from the surface immediately to prevent them staining the 
backsplash. 

3. LIST OF DECORS 
 

 

  

 

6 mm  6 mm 
   
   
 White Glass   Black Glass 

Images only show general surface appearance and are non-binding. 

4. ADDITIONAL SERVICES 
Operation/edge Name Code / Other 

edge – 6 mm thickness Edge Glass EG 

Worktop joint joint_for_worktop 

Single cut single_cut 6 mm 

Double cut double_cut 6 mm 

Triple cut triple_cut 6 mm 

Rounded corner rounded_corner 6 mm 

Hob/sink cut-out cut_out_for_hob_sink 

Tap cut-out cut_out_for_tap 

  

Thickness Weight per m2 

6 mm approximately  kg 
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Single cut Double cut 

 

 

Triple cut  

  
Rounded corner Rounded bar design 

 


